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WELD ALL JOINTS
AND PAINT WITH
ALUMINUM PAINT
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_—1/4" X 1" STEEL BAR

THREAD THRU BOTTOM
OF FENCE FABRIC

1[2” DIA A36 ROD AT
6" 0/C VERT, EMBEDDED
10" INTO CONCRETE

1/2" DIA A36 ROD AT
6" 0/C HORIZ

12" X 6" WIDE
CONCRETE SILL

SCALE: 1/2"=1'-0"

FENCE MANPROOFING DETAIL /™
N

NOTES FOR DESGINER: (DO NOT INCLUDE ON CONSTRUCTION DRAWINGS)

1. SEE SHEET 1.

GENERAL NOTE:

1. WHERE FENCE CROSSES CULVERTS,
FABRICAT A SECURITY GRILLE AND
WELD TO UPSTREAM END OF CULVERT
WITH SAME MATERIAL AND BAR
SPACING AS MANPROOFING DETAIL.

DRAWING DEVELOPED FOR ML—3/
ML—4 PROJECTS. FOR ML—1/
ML—2, ADDITIONAL REQUIREMENTS
AND QA REVIEWS ARE REQUIRED.
(REMOVE THIS NOTE WHEN IN—
SERTED INTO A DRAWING PACK—
AGE).
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